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PARTS LIST REVISIONS
ITEM PIN DESCRIPTION QTyY REV. DESCRIPTION CR# DATE SUBMITTED BY
1 NOV-026-P008 BUSHING,ADAPTOR,FILTER 2 X01 |INITIAL RELEASE N/A 4/19/20 AJC
2 NOV-026-P009 BUSHING,ADAPTOR,EXHAUST 1
3 4880K520* PIPE,CAP,3/4" 1
4 4880637 PIPE,WYE,3/4" 2
5 48925K92* PIPE-3/4, 3" LENGTH 2
6 5121k651* OPTIONAL: ELBOW,BARB, 1/4" 2
7 5233K56* OPTIONAL: CLEAR, TUBING, 1/4ID, 2.25" LEGNTH 1
8 47205K24* OPTIONAL: VALVE,DRAIN 1
SEE NOTE 2
/ OPTION 2
OPTION 1
UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES ®
DO NOT SCALE DRAWING NOVO CONFIDENTIAL N vo E N GI N E E RI N G
TOLERANCES: SEE NOTES DO NOT DISTRIBUTE | san Diego, CA | Minneapolis, MN | novoengineering.com
1. USE PVC CEMENT (P/N: 74605A14*) FOR PVC JOINTS THIRD ANGLE PROJECTION DESCRIPTION
2. APPLY WICKING CYANOACRYLATE (P/N: 7520A12*) AROUND JOINT TO BOND MATING PARTS ONCE ASSEMBLED BRAWN ASSY.EXHAUST FILTER
3. OPTION 1: SIGHT PIPE A. CARLSON
4. OPTION 2: DRAIN VALVE MATERIAL ENG SIZE DWG. NO. REV.
. SEE NOTES N. PRSHA B NOV-026-A002 X01
5. *PART NUMBERS FROM MCMASTER-CARR OR EQUIVILANT i ekt . gl _—
SEE NOTES NOV-026-A002-ExhaustFilterAssy 14 1 OF 1
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